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Automation by innovation.

KeContact P20
KEBA EV Connection Assistant manual

Overview

The KeContact P20 Wallbox is optional equipped with an integrated PLC modem (for Power
line communication). The Electric vehicle (EV) communicates with the PLC modem of the
Wallbox. If the Wallbox is connected to the network, the access of the EV to the Internet is
possible if the EV supports this feature.

To enable the communication between Wallbox and Electric vehicle, it is necessary to pair
the two devices with the same PLC network password (Network Membership Key - NMK).

The KEBA EV Connection Assistant software is used for this pairing process.
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Parameters
Wallboxes: Shows a list of all available Wallboxes and remote modems (Electric

vehicles) found within the local network environment.
[1]...Wallbox (KEBA KC-P20...)
[2]...Remote modem of Electric vehicle (visible after pairing)

PLC network password Text field to enter the new PLC network password (Network Member-
(Network Membership Key):  ship Key).

Factory setting: “emobility”
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Buttons
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Refresh
Use the [Refresh]-button to refresh the list of all available Wallboxes and remote
modems within the local network environment.

Transfer
Use the [Transfer]-button to send the new PLC network password (Network Mem-
bership Key) to the Wallbox.

Default
Use the [Default]-button to set the Wallbox back to the factory PLC network pass-
word (Network Membership Key) — “emobility”.

Auto-Pairing

Use the [Auto-Pairing]-button to initialize the auto-pairing process.

With this function, the Wallbox and the Electric vehicle will try to connect without
entering a known PLC network password (Network Membership Key). Therefore
you will not know the finally used password.

Manual-pairing process
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Important!

It is highly recommended to change the default PLC network password (Network
Membership Key) of your Wallbox and EV to avoid unauthorized access to your PLC
network. Change the PLC network password (Network Membership Key) of your
vehicle first and then use the same password for your Wallbox. For more information
on how to change the PLC network password in your EV, please consult the manual of
your EV.

Start the KEBA EV Connection Assistant software on your PC that has network
access to your Wallbox.

If you get an error message during the program start, you have to install the WinPcap
software environment (see chapter “Software installation”).
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Please press the [Refresh]-button if you do not get a list of all available Wallboxes
after starting the program.
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»  Select the desired Wallbox “KEBA KC-P20...” in the list (use the serial number or MAC
address to identify the correct Wallbox if more are available at your site).
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»  Enter a new PLC network password (Network Membership Key), the same as in the
vehicle, and press the [Transfer]-button to set the new password.

Alternative: Press the [Default]-button to set the Wallbox back to the factory PLC
network password.

»  Press the [Refresh]-button to check if the remote modem (Electric vehicle) is visible in
the list.

Then the pairing of Wallbox and Electric vehicle is finished.
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Auto-pairing process

» Important!
Switch your vehicle into the Auto-pairing mode. Normally, this mode has a certain time
limit and it is switched back to normal mode after a short time period (e.g. 2 minutes).
For more information on how to activate the Auto-pairing mode in your EV, please
consult the manual of your EV.

»  Start the KEBA EV Connection Assistant software on your PC that has network
access to your Wallbox.
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»  Select the desired Wallbox “KEBA KC-P20..." in the list (use the serial number or MAC
address to identify the correct Wallbox if more are available at your site).

Auto-Pairing
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»  Press the [Auto-pairing]-button to initialize the auto-pairing procedure.
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»  Wait a while until the Auto-pairing procedure has finished. Press the [Refresh]-button
repeatedly to check if the remote modem (Electric vehicle) is already visible in the list.

Then the pairing of Wallbox and Electric vehicle is completed.
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Software installation

System requirements:
e Windows XP or higher

e WinPcap software environment 4.1.2 or higher

Please download the latest version of the KEBA EV Connection Assistant in the download

area under www.kecontact.com .

# WinPcap 4.1.2 Setup

Welcome to the WinPcap 4.1.2
Setup Wizard

eI

This Wizard will guide you through the entire WinPcap
installation,

Far more information or suppart, please visic the WinPcap
haome page.

hittps e, winpcap, org

< Back. Cancel
# WinPcap 4.1.2 Setup = x|
‘ [) > Installation options
\J .'.ﬂ caP :Ielaze review the Following options before instaling WinPcap

¥ @utomatically start the WinPcap driver at book times

Iullsoft Install Systenm ve, 46

< Back. I Install I Cancel

R
Welcome to the KEBA EV Connection Assistant A

Setup Wizard

The installer will guide you through the steps required to install KEBA EY Connection Assistant on
your computer.

WARMIMG: Thiz computer program iz protected by copyright law and international treaties.
Unautharized duplication o distribution of this program, or any portion of it, may result in severe civil
or criminal penalties, and will be prosecuted to the maximum extent possible under the law

pe— < Dok TR

WinPcap installation

Please install the latest version of the WinPcap
software environment to get network-access to
your Wallbox.

Please visit www.winpcap.org for download.

>

Start the Setup of WinPcap and follow
the installation program.

Check the “Automatically start of the
WinPcap driver at boot time” checkbox
and follow the instructions to complete the
installation.

KEBA EV Connection Assistant installation

>
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Start the Setup of the KEBA EV
Connection Assistant and follow the
installation program.
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http://www.kecontact.com/�
http://www.winpcap.org/�

=8l WinPcap information
KEBA EY Connection Assistant Information > This program requires WinPcap (for details
| please see section “WinPcap installation”).

This program requires WinPcap.

»  Please install the WinPcap software
environment if not done yet.

Please visit <http:fwewns winpcap.org= for download.

Cancel < Back e

==l KEBA EV Connection Assistant Installation
Select Installation Folder Ly »  Select the desired folder for the program
- and follow the instructions to complete the
The installer wil install KEE, E Connection Assistart o the follawing folder. installation.

Tainstall in this folder, click "Mext”. Ta install to & different folder. enter it below o click "Browse"

Fuolder.

C:AProgram Files\KEBANKE B EY Connection Assistant' Browse... |
Disk Cost. |

Install KEBA EY Connection Assistant far yourself, of for anyone who uses this computer:

& Eveyone
© Just me

Cancel ¢ Back

® e . : ee— .| Starting the program
S e P »  Start the KEBA EV Connection
— Assistant program.

If you get an error message during the
program start, you have to (re-)install the
WinPcap software environment.

Uninstall

=ioix Removing the installation

> Use the Windows-Software Uninstall-tool
to remove the installation of “KEBA EV
Connection Assistant” and “WinPcap”.
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[Tl Langencchaidt ewe GraBe:  4,20MD
Windows- o it S Sy Soltware: GroBe:r 29,25 ME
'ﬂm' 6 LiveUpdate 2.3 (Symantec Corparation) Grofe: 16,07 MB
entfermen — -
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